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or JUNO 



POLYPHONIC SYNTHESIZER 



JUNO-l^JUNO-i 




ELECTRONIC MUSICAL INSTRUMENTS 



An Easy-to-Operate Synthesizer \ 



aJUNO-1 vs. aJUNO'^2 



Two aJUNO models are available: the aJUNO-1 and the 
CtJUNO 2. There are only three major differences between them. 
Choose the one which best suits your playing style and taste. 

The first difference is the keyboard. The 0:JUN0-1 has 49 keys 
while the o;JUNO-2 has 61 keys. The 49-key keyboard may at first 
seem small, but d covers the most frequently used note range and 
makes fhe Q!JUN0'1 extremely compact, easy to carry, and easy 
to set up. Usmg Key and Octave Transpose functions, both models 
can produce the sound of an S octave note range. The MIDI note 
messages for the note range can be transmitted and recetved. 

The note range the (XJUNO can produce and transmit through MIDI 
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The second difference is the dynamics sensitivity. The keyboard 
of the DfJUNO-2 is velocity and pressure sensitive, allowing the 
pfayer to control some sound elements using the playing force 
applied to the keyboard. The keyboard of the QiJUNO-l is neither 
velocity nor pressure sensilive, although, Ihe player can control these 
sound elements using the EV-5 Expression Pedal Both models can 
recave the MIDI velocity and pressure messages, however All preset 
patches are pre-programmed so that these MIDI messages can 
iailhfully control the sound. 



The third difference is the external memory medium. Both the 
O^JUNO 1 and Q;JUN0-2 provide 64 preset patches and can store 
64 programmable patches. In addition, programmable patches can 
also be externally stored. In the case of the o: JUNO- 1, patch data 
can be stored on cassette tapes through a Taoe Interface. 
The aJUNO 2, on the other hand, uses an M-64C Memory 
Cartridge to store 64 programmable patches. 

Revolutionary Sounds Made Possible 
by Advanced LSI Technoiogy 
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The DC 0 of the Of JUNO incorporates 14 basic wavefonns of the aJUh 
a newly developed LSI which can produce 
14 different basic waveforms. This allows 
the creation of stunningly realistic sounds 
far beyond the scope of ordinary synthe- 
sizers in both variety and quality. 

The CtJUNO offers an extremely high 
S/fM ratio to keep the sound clean at all 
times. This applies to all sounds, from the 'JUNO" synthesizer's 
distinctive sustaining sounds such as organ or brass to the sounds 
with complicated harmonics series, or special effects sounds, 
whether it be lead work or chord accompaniment. 

8'Parameier Envelope Generator 

The envelope generator is one of the most essential components 
lor sound synthesis. The QJ JUNO features a new 8 -parameter 
envelope generator, ft can create much more complicated envelope 
curves than can a conventional ADSR envelope generator It thus 
enables the Ck? JUNO to produce much more expressive and 
impressive sounds. 

•T1 {ENV Time 1): Sets me time 

reqiureci for the envelope lo 

reach to pout 1 after tfie 

key IS pressed The parameter 

value IS variable Irom 0 lo 127 
♦LI {ENV Level 1): Sets the level 

of fxunt 1 The parameter 

valLJe IS vanabte trom 0 to 127 
•T2 {EMV Time 2): Seis the time ihe envelO|3e takes to change trom f^oint 

to poicit 2. The f:»arameler value is variable Irom 0 to 127. 





/ith Excellent Sound Quality 



•L2 (ENV Level 2): Sets the level of point 2. Jhe parameter value is variable 
from 0 to 127 

•T3 (EMV Time 3); Sets rhe time the envelope rakes to change from po\nt 2 
to potot 3 The parameter value is variable from 0 to 127 

•L3 (ENV Level 3): Sets rhe level ol poinl 3, The parameter valije is variable 
from 0 to 127 

•T4 (ENV Time 4): Sets the hme the errvelope complet^y dies away after the 
key IS released. The parameter value (s variable from 0 to 127 

#ENV KYBD (ENV Keyboard Follower): This parameter allows the time the 
envelope compEetes its curve to be changed depending on the note 
played The parameter value is variable from 0 to 1& The htgher the 
value, the shorter the envelope of the higher notes and the longer the 
envelope ol the lower r-joies. 

Exampies of the Envelope Curves used for the Preset Patches 



Strings etc. / 



Cello 



Spit 



Valve ^^.''1'^ 'I Smg Sweep ^^^''*'\^ 



\ Bells etc. 



Echo Explosion 
Arpeggiaior 



Easy~io-See Display 



The aJUNO features an illuminated LCD which allows the player 
read Hie indications even on a dark staga 



Handy a-Diai 



An ordinary synthesizer the JUNO-106 for instance, has 
numerous controls on its front panel for sound synthesis The CtJUNO 
on ihe other hand, has a single 'Of-Dtar which alone controls all the 
functions necessary for sound synthesis as well as other functions. 
Th(s makes the Of JUNO alluringly simple (n both appearance and 
operation. 

In additron. a completely new "Tone Modify^' funclion 
dramaticafly facilitates sound editing. In fact, even a player who 
knows almost nothing alDout a synthesizer can easily tailor the sound. 



Innovative Tone Modify Function 



The Tone Modify function enables the player to easily explore the 
vast potential of the Of J UNO. 

Four Tone Modify" parameters are available: Brilliance, Envelope 



Time, Modulation Rate, and Modulation Depth. Operation is so simple. 
Recall a parameter by pressing a button, then rotate the Qf-Dial to 
change the parameter value. The display then shows arrows to 
indicate whether the parameter value is increasing or decreasing. 

MOD RATE m> BRLLflHCE «^'- 

For instance, recall Piano 1 from the preset patches, press the 
Brilliance button, and rotate the a- Dial clockwisa The sound will 
become brighter like a harpsichord- Then press the Envelope Time 
button and rotate the a- Dial counterclockwise. The sound will 
become banp-like. 

Even though these changes can be achieved by editing the 
patch parameters, several patch parameters must be properly 
adjusted. This is no easy task, especiatly For novice players. The Tone 
Modify function, on the other hand, simultaneously adjusts several 
patch parameters for the brilliance, enveJope time, modulation rate, 
or modulation depth, making the CifJUNO even easier to operate. 

The Tone Modify function also allows the Qf-Dial to be used as 
a left-hand control just like you would use a bender: 

Easy Sound Synthesis 



The Of JUNO also features an Edit function for temporarily 
modifying the preset patches and creating new patches. As many 
as 36 kinds of patch parameters are provided. IJnlike ordinary 
synthesizers which use numerous sliders, switches, and knobs to 
adjust the patch parameters, aft the parameters of the Q:JUN0 can 
be recalled and adjusted by using only the a- Dial 

By combining the Edit and Tone Modify functions, you can easily 
and quickly modify the preset patches or create new patches First 
select a preset patch, then modify the patch with the Tone Modify 
function. Finally, refine the modification by recalling and adjusting the 
patch parameters with the Of-Dfai 
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display then shows the parameter name and both the pre- 
.-adjustecl parameter values. You can see at a glance how 
1 has been modified and by which parameter In this way 
/\ce players can learn how to create sounds on the Gf JUNO 
h easier and more practical way to master sound synthesis 
eading books or using other training methods. 



Mth Roland's AXIS-1 MIDI keyboard controller the Q!JUNO 
a Chord Memory function. The function allows a chord 
0 be memorized by the Of JUNO and then performed by 
a single key Complicated chords, even chords that are 
y impossible to play by hand, can be easily performed, 
Chord Memory function can also be used to produce 
y broadt thick sounds with a complex harmonics series. 



Foot'ContmHabfe Functions 



Chord Memory Function 



Two Transpose Functions 



QlJUNO has Iwo kinds of Transpose functions. One is the 
)own function, It allows the note range to be instantly trans- 
ne octave below by pressing the Octave Transpose button, 
other is a convenient Key Transpose function. It allows the 
ge to be chromatically transposed within the upper and lower 
anga You can play compositions written in hard-to-play keys 
y that's most comfortable for you. 



Perfect ijeft-Hand Controls 



bending, modulation, and portamento are indispensable 
lying the a JUNO. 

bender lever on the Of JUfslO can control both pitch 
and modulation. The pitch bending can be applied to all 
id programmable patches. You can pre^ program the t:iend 
iividiially for each patch within one octave m halt -note steps. 
2n controlling the modulation, the bender lever can sense the 
applied to it. The harder you press the lever, the deeper the 
□n. Pressure sensitivity is also programmable, 
portamento effect can be activated at the touch of a button, 
amento time can be set at one of 128 steps. By combining 
imento and the Chord Memory function, you can easily 
an extremely thick polyphonic portamento ellect 
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Three jacks are provided on the rear panel of both the 
CyJUNO 1 and DfJUNO 2 so you can control the aJUMO with your 
feet The C^JUNO-1 has Pedal Hold. Pedal Switch, and Foot Control 
jacks. The GrJUNO-2 has Pedal Hold, Pedal Switch and Expression 
Pedal jacks. 

The Pedal Hold jack is used to connect an optional DP- 2 foot 
switch to turn the hold function on and off. The Expression Pedal jack 
IS used to connect an optional EV-5 to control the volume. 

You can select which functions are to be controlled for the Foot 
Control and the Pedal Switch jacks. The Foot Control jack is used to 
connect the DP 2 foot switch to shift the patch number from 1 to 8. 
to turn the portamento on and off, or to turn the Chord fvlemory 
function on and off. The Pedal Switch jack ts used to connect the 
EV-5 expression pedal to control tlie vokime. the pressure sensitivity, 
or the velocity sensitivity 



Extensive MIDI tntpleniBntation 



Offering extensive MIDI implementation (see the table below), 
the durable QiJUNO can function accurately in any MIDI set-up. 

You can set whether the MIDI messages for the below functions 
are to be transmitted and received or not. You can select the function 
you wish to set by pressing the MIDI button, then turn the function 
on or off t^y rotating the (X-Dml You can temporarily set the MIDI 
functions or let the CtJUt^O store the settings in memory 



MIDI FUNCTION 


[NDtCATlON OF 
THE DISPLAY 


DESCRIPTION 


t MIDI Channel 


1 to 16 


Sets the MIDI cli-nnn^.i . n. .vlyich 

tlie aJUNO trai^ 

receives the M\D\ ^ , s 


2 MIDI Omni 


OWOfF 


Wiien lurneO on. \m aJUNO 
received all MIDI n'lessages on 
all MIDE channels 


3 MIDI Uscal 
Control 


ON/OFF 


Wh€?r'^ ii I'l'- (1 ' ;M the svri1hesr;ier 

mci -'Aoi'i-- 01 ^he 


4 MIDI After Touch 


ON/OFF 


Aiff?f ^..uri - iniessufE^J messages ' 


5 MIDI Bender 


ON/OFF 


Beru:ie!' messages 


6, MIDI EJCluStve 


ON/OFF 


Exclusive (paiclT parameter) 
rnessages 


7 MIDI Hold 


ON/OFF 


Hold messages 


8 MIDI Modulation 


ON/OFF 


MocSLilaiioii rrtessages 


9 MIDI Program 


ON/OFF 


PfograiT'i ctiange (palch selection) 
messages 


10. MIDI Vblume 


ON/OFF 


\/o3ijrrie messages 


11 MIDI Portamento 


ON/OFF 


Portameriio rnessages 



(ON tratiyjruiceu arwi) recBvecl OFF neither iiansjiiitttsd mt reqeivao? 

For Afl Serious Musicians 



Thanks to these superb features, the Of J UNO allows you to 
express yourself freely, creating your very own ortginal spunds. 
But the first thing you have to do iDefore playin^lhe-QftiUNO.is to 
choose either the aJUNO-l or Of JU!\J0-2, y.. ' 

You may choose the QfJUt^O- 1 as your first synttiesizer 
as a MIDI sound module lor your IVIIDI set-up. gf ai an ^ditipnal 
synthesizer for your keyboard set-up. Or you 'm'ay choose^fhe 
QfJUNO-2 for use in yGur Itve perforrriances-pi as a Mtpl keyboard 

^fcontroller for Roland's MPU Music Systemt^Tn g|^xas9,-tfie aJUNO 

' wjII siirely meet all your requirements. 
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User-Friendly Sound Synthesis 

Easy operation, professional-quaffty versatiiity, and sophisticated 
sound synthesis have made Roland's JUNO series of synthesizers 

extremely popular \ 

By further improving these "JUNO*' features and combining 
them with a variety of new features, Roland's new (XJUNO satisfies 
musicians of all caliber, from the novice to the professional. 

The numerous synthesizer parameters packed within this 
sleei< package are adjusted by a single easy-to-use Ot-Dial. ^ - 

This allows the musician to easily, quickly and freely create his own : 
original sounds. 






i>PtCIFICATIONS 





aJUNO-2 


DfJUNOI 


Keyboard 


61 Keys, 6 Octaves (C to C), Velocity 
and Pressure Sensitive 


49 Keys, 4 Octaves (0 to C) 


Memory 


64 Preset Patcties, 64 Programmable 
Patches (64 exiernal programmable 
patches per M'64C RAM' cartrFdge) 


64 Preset Patches, 64 Programmable 
Patches 


Group Select Buttons 


Preset, Memory. Cartridge 


Preset, Memory 


Buttons 


Bank (1 to 8). Number (1 to 8). Tune/ Function, MIDI, Key Transpose, Data 
Transfer, Parameter Select, Value, Name Write, Tor>e Modify Mode (Modulation 
Rate. Modulation Depth, Bri Hence, Envelope Time) 


Controls 


Q!-Dial, Votume knob. Octave Transpose buttons (Normal, Down), Portamento 
button. Chord Memory button. Pitch Bender/Modulation lever 


Display 


16-djgit, illuminated LCD 


LEDs 


Key Transpose, Octave Transpose {Normal. Down), Portamento, Chord Memory 


Rear Panel 


Output jacks (Mono. Stereo). 
Headphone jack, Hold Pedal |ack, 
Pedal Sv(^itch jack. Expression Pedat 
jack. Memory Protect switch. MIDI 
connectors (In. Out. Thru), Memory 
Cartrfdge slot. Power switch 


Output jacks (Mono, Stereo). 
Headphone jack, Hotd Pedal jack. 
Pedal Switch jack. Foot Control jack. 
Save |ack. Load jack, Memory Protect 
switch, MIDI connectors (In, Out. Thm), 
Power switch 


Dimensions 
{w/o music rest) 


972{W) X 246(D) x 85(H) mm 
(38-1/4^ X 9-11/16^^x3-3/81 


802(W) X 240(D) X 79(H) mm 
(31^9/16" X 9-7/16" x3-1/8'1 


Weight 
(w/o music rest) 


75 kg (16 lb. 9 oz.) 


5.4 kg (11 lb. 14 oz.) 


Accessories 


Mustc Rest, Connection Cable 



' S^oecilications and appearance subject to change wfthout notice, 
aJONO-2 REAR PANEL 



Roland 



aJUNO-1 REAR BAWEL 



OPTIONS 

KEYBOARD STAND 

KS-6 




A light, easy to-assembFe 
keyboard stand for the a JUNO. 

CARRYING CASES 
AB-3 (for QfJUNO-1) 
AB-4 (for aJUN0"2) 

Made of ABS resin using special air- 
molding method, these ttght, rugged, 
water- prool carrying cases have a 
double-wall construction. 

FOOT CONTROLLERS 

EV-5 DP-2 

EXPRESSION PEDAL PEDAL SWITCH 




HflEMORY CARTRIDGE 

M-64C 




r patch data storage 
ol the o;JUNO-2 



PROGRAMMER 

PG-300 




r 
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